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Design 102 Korina Weldwood “Stay-Strate” Movable Partitions 
in Greyhound Office Building, Niles , Illinois. 

Units are modular for complete interchangeability. 


^WTeldwood Movable Partitions combine low-cost flexibility 
(complete movability) with your choice of partition faces: natural hardwood, 
fabric-like plastic, high-pressure plastic laminate, or Color-Styled Novowall. 

Each of these panel faces offers certain liberties to the decorator—and 
certain physical characteristics which contribute to economy and long, useful life. 

Complete movability—the total freedom of redesigning floor space 
allotment—is assured with Weldwood Movable Partitions. Weldwood’s Hollow post provides useful space 

exclusive metal key construction locks the partition panels into a solid wall. for •Metrical and telephone wiring. 

Yet, they can be quickly and easily dismantled and rearranged in 
a few hours. There are so few parts involved that Weldwood Movable Partitions can be erected, 

dismantled, moved and re-installed by regular building maintenance crews. (A complete or partial installation 
service is also available, if you specify.) Weldwood Movable Partitions are the perfect 
solution to the problem of room sub-dividing in offices, schools, hospitals, 
stores, banks, and dozens of other interior installations. 


EXCLUSIVE ADVANTAGES 


Flexibility —metal key locking systems—all parts interchange¬ 
able—all parts salvageable. 

Flush design — post connector cap fastened invisibly from 
within—cap matches panel faces. 

Your choice of beautiful, durable face materials —The follow¬ 
ing face materials are standard with Weldwood Movable 
Partitions: 

• beautiful, furniture-finish natural wood (see page 4). 

• colorful, fabric-like plastic (see page 4). 

• durable, decorative, high-pressure plastic laminate (see 
page 4). 

• economical Novowall (see page 5). 

Your designer can also take advantage of matching wood or 
aluminum glazing channels, post covers and ceiling channels. 

Incombustible Weldrok Core— dimensionally stable, warp-free, 
incombustible, rot-free. 

Interchangeability —All partition panels and door units of 
the same modular width are completely interchangeable. All 
component connection parts are 100% re-usable, aiding in 
future layout revisions. 


Sizes —Modular panel widths up to and including 6'-0" x 
12'-0", with one-piece face (veneer) construction, in any 
intermediate increment size are available. This provides practi¬ 
cal unit sizes for use in today’s modern, large, modular 
building trend. 

Accessible concealed wiring —Provisions have been made to 
accommodate concealed electrical wiring in the base, post 
and cornice. 

Light in weight— Weighing only 4 lbs./sq. ft., approx., this 
system assures ready movability by regular maintenance crews. 
No external bracing or extensive preparatory construction or 
alteration is necessary. 

Low maintenance —Nothing to replace in normal usage; you 
are ensured, at minimum cost, complete utilization of available 
floor areas in any type building. Panels and post caps need only 
the minimum care you would expect to give hardwoods, vinyl 
fabrics, or high pressure plastic laminates. Should wood veneers 
be accidentally damaged or even fractured, "invisible” repair¬ 
ing and refinishing are economically done without removing 
damaged panel from the wall. 

Warp-free doors —Weldwood Stay-Strate Doors (with the 
incombustible Weldrok core) are available to complete the 
installation. 
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WELDROK CORE 


CUSTOM-CLAD 
PARTITION PANEL 

WELDROK CORE 


CUSTOM ROYAL 
PARTITION PANEL 

WELDROK CORE 



HARDWOOD 
1/28" FACE VENEER 


1/16" HARDWOOD 


-1/28" HARDWOOD 

YOUR CHOICE OF WELDWOOD 
KALISTRON OR SPECIAL FACES 


1/12" HARDWOOD 

_ 1/16" HIGH PRESSURE 

LAMINATE 


WELDWOOD WELDROK CORE PARTITION PANELS 


Weldwood Movable Partitions are designed with the Weld- 
wood Partition Panel which features the new Weldrok® in¬ 
combustible core. This sub-dividing panel offers the richness of 
real hardwood partitioning without the disadvantages of fire 
hazard (due to Weldrok core’s being incombustible), warpage, 
shrinkage, swelling, etc. It can be used for nearly every type of 
room partitioning. 

SPECIAL FEATURES 

BEAUTIFUL FACES: Weldwood Partition panels are faced one 
or both sides with fine hardwood veneers, with vinyl-fabric, and 
with plastic laminate, as you specify, to complement modern, 
traditional and contemporary architecture and furnishings. 
Panels faced differently on each side may also be obtained, to 
give partitioned areas their own individualized decorative 'walls’. 
FIRE-RESISTANT: An important feature of the Weldwood 
Partition Panel is the Weldrok core—the same core material 
used in the famous Weldwood Fire Door. This revolutionary 
mineral core material is incombustible, inert and extremely 
homogeneous. It provides a core which is light in weight, strong 
and dimensionally stable. 

EXCEPTIONALLY STRONG AND RESILIENT: An 8,000 lb. 
weight test 2,780 lb./sq. in.—shows the remarkable resiliency 
and strength of the Weldwood Partition Panel. This is especially 
important in offices, for instance, where furniture, filing cabinets, 
etc., are occasionally moved against these walls. 


LIGHT IN WEIGHT: This partition panel weighs less than 4 lbs. 
per sq. ft. 

WILL NOT DELAMINATE: Waterproof film phenolic resin 
glue is used to permanently bond the faces and crossbands to 
the core. This provides extra protection, even under the most 
severe service conditions. 

WARP-FREE: The inert Weldrok mineral core assures that 
the panels will remain warp-free and stable. 

INSULATION FACTOR: The U-factor of the Weldwood Par- 
tition Panel is approximately .35 BTU/hr./sq. ft./F°. 

LOW MAINTENANCE: No costly painting or re-decorating 
with Weldwood Partition Panels. An occasional cleaning and 
waxing is the only maintenance needed. 


GUARANTEE 

Weldwood Weldrok-core Partition Panels, when properly in¬ 
stalled under normal service conditions, are guaranteed against 
manufacturing defects for the "Life of the Installation.” 

Should any Weldwood Weldrok-core Partition Panel fail to 
meet these standards, in an original installation. United States 
Plywood Corporation will replace said Partition Panel including 
erection and finishing without cost to the owner. 


SPECIFICATIONS FOR WELDWOOD WELDROK-CORE PARTITION PANELS 

All panels (as indicated) shall be Weldwood Partition Panels as made by the United States Plywood Corporation. 


Panel Faces— (Here, use appropriate specification for "Stay-Strate", Custom 
Royal, or Custom-Clad panels . . . see page 4.) 

Cross bands — Cross bands shall be thoroughly kiln-dried hardwood, l/l6" 
thick and extending the full width of the panel. 

C° re — The core shall be made of WELDROK, which is an incombustible 
mineral material having a nominal density of 20 lbs. per cubic foot, con¬ 
sisting of hydrous calcium silicates with asbestos fiber binder. The core shall 
be smoothly sanded prior to application of cross bands and faces. 
Factory-machined edges — The panel edges shall be factory-machined to 
suit the job requirements. Edge treatments such as square sawn, rabbetted, 
tongue-and-grooved for wood or metal spline can be furnished. 


Edge bands — Edge bands lVs" thick shall be made with two pieces of 3 /i" 
glued up kiln-dried hardwood and securely resin glued to the core. The 
long edge bands shall extend the full length of the Partition Panel with the 
short edge bands cut in between them. 

Adhesive — The core, crossbanding and faces shall be bonded together 
with waterproof film phenolic resin glue by the hot plate process. 

Sanding —Both faces shall be smoothly belt sanded before leaving the 
factory. 

Sizes — With face veneer running long way, widths to 6 / -0 // and heights to 
12'-0"; with grain running short way, widths to 12'-0" and heights to 6 / -0". 
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Weldwood Partition Panels 


PANELS 


1»1, vx mil m i&z n jgjji Si £. m - L* J 

Combines the Weldwood Weldrok-Core Movable Partition Panel with the natural beauty of hardwood. 


Weldwood Stay-Strate Partition Panels are faced both sides 
with fine hardwood veneers that complement both traditional 
and contemporary architecture and furnishings. Standard 
thickness (1/28" to 1/20") face veneers are always used. Their 
superiority of appearance and performance is attested by thou¬ 
sands of architects and owners of all kinds of buildings. The 
standard face veneers are Birch, Korina, Walnut, or other fine 
woods on special order such as Mahogany, Oak, Maple, etc. 
Panels may also be obtained with different species on each face. 


HOW TO SPECIFY: In Section E of Weldwood Movable 
Partitions Suggested Specifications, (see page 10), substitute: 

1. Panels—Shall be Weldwood Stay-Strate Partition Panels 
with WELDROK core as manufactured by the United States 
Plywood Corporation. The thickness shall be 1%”. The face 
veneer shall be (specify species required or paint grade, if 
partition is to be painted). The long edges of the panel shall 
be grooved and a .040 steel channel applied to each edge. 


WELDWOOD CUSTOM ROYAL PARTITION PANELS 


Plastic-faced Weldrok-Core Partition Panels for schools, hospitals, institutions. 


The decorative Weldwood Custom Royal Partition Panel 
combines the unsurpassed durability and beauty of high pressure 
plastic laminates with the stability and strength of the Weldrok- 
core panels. It offers clean, ever-bright and completely sanitary 
partitions that are useful for all rooms and areas. Its surface 
never requires polishing or refinishing—a whisk of a damp cloth 
instantly wipes away dust, grease and finger prints. 

Maintenance-free beauty is locked for life beneath a super¬ 
tough skin of clear melamine in the case of Micarta. Micarta is 
actually harder than marble—with superior resistance to dents, 
gouges and scratches. 

The Weldwood Custom Royal Partition Panels are recom¬ 
mended for use wherever a combination of beauty plus extreme 


durability is desired. The reflective value of Micarta is carefully 
controlled in three finishes: gloss, furniture finish, and satin. 
Available in a full range of colors, patterns, and even authentic- 
looking wood grains, in Micarta as well as other decorative high 
pressure laminates. 

HOW TO SPECIFY: In Section E of Weldwood Movable 
Partitions Suggested Specifications, (see page 10), substitute: 
1. Panels—Shall be Weldwood Custom Royal Partition Panels 
with Weldrok core as manufactured by the United States 
Plywood Corporation. The thickness shall be l%". The face 
shall be (specify manufacturer’s color and pattern number). 
The long edge of the panel shall be grooved and a .040 
steel channel applied to each edge. 



Combines the flexibility of the Weldwood Movable Partition with your choice of tough, 

decorative vinyls, fabrics and special surfaces for hospitals, hotels, schools, restaurants, theatres, offices, etc. 


The Weldwood Custom-Clad Movable Partition is an excellent 
interior partition for use where rough, tough treatment is en¬ 
countered, and where color and an exciting atmosphere are 
desired. Weldwood Kalistron, vinyl films and a full list of other 
coated fabrics and special-purpose materials can be specified on 
this Weldwood Weldrok Partition Panel construction. 

Panel construction is with Weldrok core—to be stable and 
strong and age-resistant—and with regular Weldwood metal key 
interlock system for the ultimate case of rearranging floor areas. 

WELDWOOD KALISTRON: Kalistron is completely wear-resist- 
ant: the color is permanently fused to the underside of tough, 
transparent sheeting. Tests show that Kalistron is 10 to 17 times 
as resistant to wear and abuse as battleship linoleum. Because it 
contains no filler or scrap material and is calendered sheeting, 


Kalistron has great tensile strength. Kalistron is also highly 
resistant to most common staining agents and is extremely simple 
to maintain. Surface dirt may be removed with ordinary soap 
and water. 

HOW TO SPECIFY: In section E of Weldwood Movable Parti¬ 
tions Suggested Specifications, (see page 10), substitute: 

1. Panels—Shall be Weldwood Custom-Clad Partition Panels 
with Weldrok core as manufactured by the United States 
Plywood Corporation. The thickness shall be lH f/ . The faces 
shall be (specify Kalistron RCL number, color and pattern, 
or particulars of other face material). The long edges of the 
panel shall be grooved and a .040 steel channel applied to 
each edge. 
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Faces Decorative hardwoods, plastic laminates, vinyls, fabrics, 
or special surfaces. 

Construction Special edge bands on Weldwood Stay-Strate, 
Custom Royal, and Custom-Clad Partition Panels (see page 4). 
Approval Local city approvals available on request. 

Alternate Construction Identical to the famous Weldwood 
Class "B” 1-hour Fire Door. 

Approval Each panel bears proper certification of the mill. 


The Weldwood Fire-Retardant Partition Panels have the 
well-known Weldrok incombustible mineral core and are edge- 
banded at the mill with Protexol Class "A” treated lumber. 

Connectors and post caps can be specified as Design 100, 
Design 101, Design 102, or Design 103—and offer the same 
advantages of utmost movability with salvageable parts and 
components. 

To complete the installation, Weldwood Fire Doors should 
be specified. 


WELDWOOD NOVOWALL PARTITION PANELS 


Weldwood Novowall Partition Panels combine economical, 
stable Novowall with the features and advantages of Weldwood 
Movable Partition System. 

This movable partition, developed for the lower budget field, 
provides factory prefinished panel sections of decorative Novo¬ 
wall . . . with its wood mosaic surface stained or finished natural, 
or with beautiful color styling to your specification. 

DESCRIPTION 

Novowall (1^"-thick Novoply®) is a unique all wood 3-ply 
board of balanced sandwich construction consisting of a dense 
outer surface of specially prepared wood veneer flakes, a lower 
density core of medium sized chips and another higher density 
layer of flakes. These flakes and chips are resin-coated and, in 3 
layers (or plies) under heat and pressure, are simultaneously 
fused and formed into smooth, flat, uniform panels. Since 
Novowall has no wood grain direction, with the flakes and chips 
at a multitude of cross angles to one another, it is outstandingly 
flat, dimensionally stable and free from warp. As the surface is 
impregnated, it has excellent resistance to abrasion. 

Novowall utilizes the Weldwood Movable Partition Connec¬ 
tion System to insure a true flush partition. 

No color limitations — Any color can be specified on Weldwood 
Novowall Partition Panels. Thus the designer has complete 
freedom to combine true colors and their tints in any combina¬ 
tion he desires for decorating and for lighting. 


This freedom of color choice is becoming most important in 
all types of buildings—color applied to satisfy scientific con¬ 
cepts of its ability to influence moods and reactions of workers, 
visitors, customers, patients and students. 

Novowall panels are altogether interchangeable with the 
Weldwood Weldrok-core panels (hardwood, plastic-fabric, and 
plastic laminate faced). When floor layouts change, it is entirely 
feasible to combine Novowall panels with other Weldwood 
Partition Panels into interesting and satisfactory wood/color/ 
plastic combinations. 

Weldwood Novowall Partition Panels do not limit room design 
and decorating. For example, a flush corridor partition could be 
a light shade of brown or green colored Novowall to softly 
reflect light from a minimum size fixture, while the reverse of 
the partition, in an executive office, could be stained walnut. 
An endless variety of suitable combinations can be planned for 
any area in any type building. 

HOW TO SPECIFY NOVOWALL 

In section E, Materials, of Weldwood Movable Partitions 
Suggested Specifications (see: page 10) substitute: 

1. Panels Shall be Weldwood Novowall Partition Panels as 
manufactured by the United States Plywood Corporation. The 
thickness shall be 1 %". The faces shall be decorative Novowall. 
The long edges of the panel shall be grooved and a .040" steel 
channel applied to each edge. 
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Weldwood Movable Partitions 

DESIGN lOO — WITH 2FLUSH POST CAPS 
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Design 100 Korina Weld wood Movable Partitions 
Ford Motor Company Central Staff Building, 
Dearborn, Michigan 


CEILING? 


1. Panel Widths—Panels up to 4’0 ,f wide 
are stocked. However, panels are readily 
available in any increment up to 6’0 M wide. 
Panel widths are 2% n less than module to 
accommodate wiring, connections, etc. 

2. Panel Heights—Up to and including 
12'0 n height. Additional ceiling heights 
accomplished in two piece construction. 

3. Door Widths—All standard door sizes 
available. Door module is 6 n greater than 
door size to accommodate jamb, wiring, 
connection, etc. 

4. Reinforcements to ceiling or other bracing 
shall be provided on runs over 16' in 
length when unsupported by cross runs. 

5. All wiring may be concealed. Electric 
outlets and switches may be located in 
base, posts or cornice. 
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1* Railing Height—44 M . (other heights also available) 

2. Panel Height—39 , /2 n . (other heights also available) 

3. Panel Widths—‘Panels up to 4 , 0 n wide are stocked. 
However, panels are readily available in any incre¬ 
ment to d’O 11 wide. Actual panel widths are 2 3 A U less 
than module to accommodate wiring, connections, etc. 

4. Gate Widths—Gate module is 6” greater than gate 
size to accommodate jamb, wiring, connections, etc. 

5. Steel supports shall be provided at units otherwise 
unsupported, to insure rigidity. 

6 . All wiring may be concealed. Telephone and elec¬ 
trical outlets may be located in base or posts. 

7. Gates should not be hung directly at 2-way corners. 

8. Single-swing gate only is recommended at all 
glazed railing partitions. 
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Weldwood Movable Partitions 

VARIATIONS FROM DESIGN lOO (pp.6,7,8) 


Architects’ and designers’ concepts may very well differ 
somewhat from the popular and most often specified Design 100 
Weldwood Movable Partitions with their very attractive 2V\ n - 
wide Flush Post Caps. To accommodate other designs, several 
attractive, useful variations of posts and caps are standard. 


In addition to these three standard design variations, the 
experienced members of United States Plywood Corporation’s 
and the Weldwood Movable Partition Distributors’ staffs are 
always available to discuss any design custom details which will 
produce the desired individualistic effect. 


DESIGN lOI WITH 1%" FLUSH POST CAP 


Very similar to Design 100 in appearance 
except for width of post cap and in design 
except for connectors and post cap . . . 
offers a truly flush design with any Weld¬ 
wood Partition Panel. It is of course a 
completely modular system—all door and 
panel units of a similar size are com¬ 
pletely interchangeable without disturbing 
adjacent panels. 



WITH %" RECESSED ALUMINUM POST CAP 


Provides a very effective custom-look in¬ 
stallation at standard price. With the 
vertical shadow-line of the recessed alu¬ 
minum post strip and recessed base and 
recessed head, Design 102-connected pan¬ 
els appear to be set forward from the wall 
in very attractive manner. All Weldwood 
Partition Panels can be used with Design 
102 and are of course interchangeable. 
Panels, post strips and all component 
parts are completely salvageable. 



oPIMNG CUP 
PART *3 



DESIGN 103 


SPLINE, "V" JOINT 


Where a choice partition panel is de¬ 
manded—but where complete flexibility ut 
floor division is not a prime requisite— 
Weldwood panels connected by Design 
103 is a logical selection. The panels are 
connected by wood or metal splines— 
erection being progressive to require 
minimum connector parts. 
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Weldwood Movable Partitions 

(sold and erected by Weldwood Partition Manufacturing Distributors) 

SUGGESTED SPECIFICATIONS 


FLUSH MOVABLE PARTITIONS 

Note: Design engineering facilities are available to aid in the devel¬ 
opment and planning of additional details from this basic system. 

A SCOPE 

Furnish and install complete the Weldwood Movable Partitions 
as hereinafter specified and indicated on the plans. 

Partitions of other manufacturers which are proposed as gen¬ 
erally meeting these specifications may be submitted for ap¬ 
proval, stating the exceptions from these specifications and the 
difference in price effected by their use. 


B GENERAL CONDITIONS 


outlets, etc., shown on the drawings shall be provided by this 
sub-contractor. All electrical parts and work shall be by others. 

5. Hardware —Door hardware shall be provided as specified on 
the Hardware Schedule, and installed neatly and accurately. (If 
required) Door closers shall he concealed overhead type. Doors 
shall be hung on \Vi pair 4" x 4" ball-bearing butts. Louvres 
shall be provided for doors as shown in the drawings (if required). 



MATERIALS 



1. Panels —Shall be Weldwood Partition Panels with WELD- 
ROK core as manufactured by the United States Plywood 
Corporation. The thickness shall be 1 V\" full. The face veneer 
shall be (Specify species required or paint grade, if partition to 
be painted). The long edges of the panel shall be grooved and a 
.040 steel channel applied to each edge. 


The General Conditions are hereby made a part of this Specifica¬ 
tion. This sub-contractor shall assume all obligations therein 
that affect his work. 

C SHOP DRAWINGS 

Submit in duplicate drawings showing details of construction, 
partition layout, typical elevations, hardware schedule, finish 
and any special conditions not covered by typical details. Shop 
drawings must be approved before fabrication and assembly of 
material. 

D GENERAL REQUIREMENTS 

1. Standard Heights— The partitions shall be thick and 

in standard cornice (7'1") or ceiling heights as shown on the 
drawings. Top fillers shall be variable in height (as required). 
Glazed railing or low railing partitions shall match the standard 
high partitions as shown on the drawings (as required). 

2. Interchangeability —The partitions shall be in modular 
units from l'O" to 6'0" in width in 2" multiples. Door units 
shall be interchangeable with panel units of the same size. Units 
shall be designed to allow for rapid 2, 3 and 4-way additions in 
the future substantially without removing existing units. 

3. Erection— Partitions shall be erected in a rigid and substan¬ 
tial manner, straight, plumb and true with horizontal lines level. 
The component units shall not swell, shrink, warp, crack or open 
up. Units shall be interlocked and aligned at all panel and door 
unit joints. In essence the partition shall be flush; however, all 
panel edges shall be slightly beveled by breaking the edges and 
a slight V joint formed with adjacent parts. Partitions shall be 
installed on top of the finished floor. Floor fastenings shall be 
concealed and adjustable to variations in floor levels. Rein¬ 
forcement to the rigid ceiling or other bracing shall be provided 
on runs over 16' in length unsupported by cross runs, or as 
required to provide rigidity. Hung ceilings shall be rigid enough 
to withstand lateral thrust on the partitions. 

Note requirements here for any partitions to have maximum 
soundproofing —sealed base and head and rockwool packed posts, 
base and head. 

4. Electrical Provision— Provision shall be made for wiring and 
outlet space in the base, posts and in the cornice. Cutouts for 


2. Panel Connections —Shall be provided by means of positive 
metal connectors. Vertical wiring space shall be provided through 
the metal connectors. The flush post covers of matching 
Weldwood plywood shall be attached by snap-on spring clips- 

3. Doors & Frames —Doors shall be Weldwood "Stay- 

Strate” Doors. The doors shall be hung with clearance at jambs 
and heads. The door frames shall be made of wood matching 
the panels as shown on the drawings. Aluminum (brass) stops 
shall be provided. 

4. Gates — (if required) Shall be provided where shown on the 
drawings and shall be of same construction as Partition Panels. 

5. Glass and Glazing —(if required) Shall be provided of de¬ 
sign, quality and thickness shown on the drawings. 

6. Base— The base shall be 5" high and run continuously on 
both sides of the partition. It shall be removable from either side 
to allow access to lay-in wiring. The base material shall be Ys n 
satin black Micarta (alternate: H" wood matching the partition). 

7. Cornice— Shall have a Y% n projection and run continuously 
on top of all units. The material shall be wood matching the 
partition and joints shall be staggered on the two sides. The 
internal cornice shall also run continuously and provide a wiring 
space accessible at the posts. Ceiling high partitions shall 
utilize the standard aluminum ceiling channel as detailed. 

8. Top Filler— (if required) Shall be Weldwood Partition 
Panels that extend to the ceiling and match the material of the 
partition units. The top filler shall be an integral part of the unit. 

Alternate —Double sheetrock top fillers shall be applied to 
studs on 24" centers. Joints shall be taped to make joints 
invisible. Finishing shall be done to match ceiling by painting 
contractor. 

9. End Fillers —Shall be flush and made of H" matching 
Weldwood plywood both sides. 

10. Finish —Hardwood faces of panels and all exposed wood 
parts shall be stained or filled depending on the wood, lightly 
steel wooled and then two coats of a water-white satin lacquer 
applied, lightly steel wooled between coats (or specify finish 
required). 
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Uni 


weldwood 



for sound control and privacy • guaranteed to perform as claimed • hardwood faced • l%"-thick 

• 34 db installation average rating by National Bureau of Standards actual tests 



CROSS SECTION 


HOW TO SPECIFY 


To satisfy the growing desire among architects and 
owners for privacy and quiet in all kinds of buildings, 
Lnited States Plywood Corporation has developed this 
very effective, economical acoustical movable partition 
. . . average rated at 34 db sound transmission loss at 
eleven levels over the 125 to 4000 cps sound intensity 
range. With its connecting posts and installation com¬ 
ponents and Weldwood Acoustical Doors, it is a com¬ 
pletely integrated system. 

These hardwood-faced soundproof partition panels 
show no difference in outward appearance from hardwood¬ 
faced standard Weldwood Partition Panels and Doors of 
the same species. They can be readily combined, using 
the same connection system. 

MOVABILITY The connectors are Weldwood’s exclu¬ 
sive metal key design, and offer the same freedom of 
floor layout and future redesign. 

DECORATIVE FACES Any of the full line of Algoma- 
Made hardwoods, prefinished or unfinished, or custom 
finished to specification. 

PANEL CONSTRUCTION Hardwood veneered 3- 
ply skin over sturdy, stable Novoply core, with acoustical 
damping and separation within the panel. P/s" stiles 
and rails. 

PANEL THICKNESS — IH" standard. 

PANEL SIZES-up to 5/0 x 10/0. 

PANEL WEIGHT— 6 lb./sq. ft. 

CONNECTOR SYSTEMS A modification of Design 101 
(see page 9) is recommended, with its PA" flush post cap. 
See details. Modifications of Design 100—with 2H" flush 
post cap and Design 102—with recessed aluminum post 
ca P may also be detailed where special appearance is 
desired. 

INSTALLATION For variations from the suggested de¬ 
tails, consult your Weldwood Movable Partitions Dis¬ 
tributor, or your nearby Weldwood Branch Office, or 
write direct. 


GUARANTEE 

Weldwood Acoustical Partition Panels, when properly 
installed under normal service conditions, are guaranteed 
for acoustical performance as claimed and against manu¬ 
facturing defects for the "Life Of The Building”. Should 
any Weldwood Acoustical Partition Panel fail to meet 
these standards, in an original installation, United States 
Plywood Corporation will replace said partition panel in¬ 
cluding erection and finishing without cost to the owner. 


In Section E of Weldwood Movable Partition Suggested Specifica¬ 
tion, see page 10, substitute: 

1. Panels —Shall be Weldwood Acoustical Partition Panels with 
acoustic core, as manufactured by United States Plywood Cor¬ 
poration. The thickness shall be PA" full. The face veneer shall 
be (Specify species required or paint grade if partition is to be paint¬ 
ed). The long edges of the panel shall he grooved and a .040" steel 
channel applied to each edge. 
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Admiral Radio & Television Corporation— Chicago, Illinois 
Arkansas Power & Light Company —Little Rock, Arkansas 
Atomic Energy Commission— General Laboratory and Administration 
Building—Los Alamos, New Mexico 
Blanchette Office Building— New Orleans, Louisiana 
Breathern Publishing Co.— Chicago, Illinois 
Ciba Company— Fairlawn, New Jersey 

Columbus & Southern Ohio Electric Company— Columbus, Ohio 
Detroit Osteopedic Hospital— Detroit, Michigan 
Eastman Kodak Company— Rochester, New York 
Equitable Life Assurance Society— Charleston, West Virginia 
Essex County Engineering Building— Verona, New Jersey 
Firestone Tire & Rubber Company— Akron, Ohio 
Florence 1st National Bank Building— Florence, Alabama 
Folger-Nolan Company, Inc.— Hibbs Building, Washington, D. C. 

Ford Motor Company— Dearborn, Michigan 

Gary Courthouse— Gary, Indiana 

General Dynamics Corporation— New York, New York 

General Electric Company— Cleveland, Ohio 

General Electric Company— Lexington, Kentucky 

General Electric Company— Steam and Turbine Plant, 

Schenectady, New York 

General Motors Corporation— General Motors Building, Detroit, Michigan 

B. F. Goodrich Rubber Company— Akron, Ohio 

Goodyear Tire & Rubber Company— Akron, Ohio 

Greyhound Corporation— Niles, Illinois 

Guardian Life Building— San Francisco, California 


Haynes-Steelite— Kokomo, Indiana 

Homestead Savings and Loan Association— Durham, North Carolina 

International Nickel Co.— Detroit, Michigan 

International Terminal— New Orleans, Louisiana 

Logo Oil and Transport Company, Ltd.— Netherlands, West Indies 

Langley Air Force Base— Langley Field, Virginia 

Marine Midland Trust Company— Buffalo, New York 

Marshall Field Company— Chicago, Illinois 

National Biscuit Company— Fairlawn, New Jersey 

National Comics Publications— New York, New York 

New York State Department of Highways— Binghamton, New York 

Oak Park High School— Oak Park, Michigan 

Ohio Bell Telephone Company— Cleveland, Ohio 

Ohio Oil Co.— Feidlay, Ohio 

Park-Davis Pharmaceutical Company— Detroit, Michigan 
Provident Mutual Life Insurance Company — Cleveland, Ohio 
Prudential Life Insurance Company— Jacksonville, Florida 
Public Health Center— Philadelphia, Pennsylvania 
Sheraton-Binghamton inn— Binghamton, New York 
Socony-Vacuum Oil Company— Augusta, Kansas 
Towerel Building— Fairlawn, New Jersey 
Union Oil Company— Los Angeles, California 
Washington Title Insurance Company— Portland, Oregon 
Wayne County Detention Home— Wayne, Michigan 
Westinghouse Electric Company — Pittsburgh, Pennsylvania 
Whitman Candy Company— Philadelphia, Pennsylvania 
Wisconsin Telephone Company— Milwaukee, Wisconsin 


TYPICAL 

INSTALLATIONS 


General Telephone Company, Madison, Wisconsin — 
Design 100 Weldwood “Stay-Strate" Movable 
Partitions used on both sub-dividing wall 
and perimeter wall. 


Weldwood Movable Partitions are sold and erected 
by exclusive distributors located in principal cities 
throughout the country. These distributors offer a 
complete sales engineering and erection service. 
Please contact the nearest United States Plywood 
Corporation branch office for the name of the Weld¬ 
wood Partition Panel distributor near you. 


Other products manufactured and distributed by United States 
Plywood Corporation include—Weldwood Fire Doors, and Flush 
Doors and Soundproof Doors; Weldwood Plywood (hardwoods and 
softwoods); Westinghouse Micarta®; Kalistron® and Flexwood®; 
Weldwood Hardboard; Armorply®; Weldwood Chalkboard; Weldwood 
Adhesives; Weldwood Firzite® and Weldwood Satinlac® and Weld¬ 
wood Satinlac® Lightener; Porc-Lin-Ply®. 


UNITED STATES PLYWOOD CORPORATION 


Executive Offices: 55 West 44th Street, New York 36, N.Y. 



offices in all large cities 

in Canada: WELDWOOD PLYWOOD LIMITED 


Form No. 2012-5909 


Litho in U. S. A. 
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